
SMT700 KILN Kit Installation  

NOTE: SMT700 has 14 segment display 

 

 

 

Once the computer portion of the installation has been completed, you are ready to install 

the hardware on the kiln and connect each kiln to the system.  

Note: You should first disconnect the power to the Kiln.  

      Remove the controller by unscrewing the 4 screws at the corners of the controller.  

 

Once the screws are removed pull out the controller toward you. Screw the 5/16 

Male/Female spacer on to the controller as pictured above left. Then, install the Dip Rib 

board into the socket on circuit board and fasten down with the nut provided. 

 

      Next, prep the control box for mounting the above 485ISO enclosure. Begin by 

finding a spot on the control box where drilling will not interfere with the wiring inside. 

Also, make sure the spot is not farther away from the controller than the length of the 

ribbon cable that came in this kit. Place the 485ISO enclosure flat against the control box 

with the connection ports pointing to the floor. Then, trace the two holes on the mounting 

tabs of the enclosure. Set the 485ISO enclosure aside and drill the two traced holes with a 



#36 drill bit. Next, drill a 5/8" hole or bigger between the two #36 holes. Attach the 

ribbon cable to the 485ISO enclosure as shown below. 

 

Insert the ribbon cable through the 5/8" hole and fasten the 485ISO enclosure to the 

control box using the two #6 sheet metal screws supplied. Make sure that you do not 

pinch the ribbon cable.    

Next, find the ribbon cable inside the control box and attach it to the controller as shown 

below.  

 

 Re-install your controller to the kiln with the 4 screws.  

 Restore power to the kiln.  

Note: When adding additional controllers, be sure to change the controller’s ID number, 

found in the controller menu. See the operation manual for details. 


